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Fabricated
Moisture Separator

CLASS / RATING : #150 | SIZE : 25 NB TO 150 NB

The PES Fabricated Moisture Separator, is a
carbon steel baffle type separator used for
the removal of moisture from steam.
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Sizes & Class / Ratings Operating Conditions
Available Sizes:
25 NB. 40 NB, 50 NB, 65 NB, 80 NB Rating Max Operating Max Operating
100 NB, 125 NB, 150 NB Pressure Temperature
2 [¢]
Available Class: #150 13 Kg/em 230°C
#150 (ASME B 16.5) Hydro Test Pr. 26 Kg/cm 2
End Connection:
Flanged Ends .
Installation
= Install in a horizontal pipeline with the drain
Approx welght directly below.
25NB  115Kg Note: o
To ensure that any separated liquid is drained
40 NB 14 Kg away quickly, a suitable steam trap module
must be connected to the drain connection.

50 NB 26.4 Kg
65 NB 31.4 Kg
80 NB 38 Kg
100NB 605 Kg
125NB 65 Kg

150 NB 110 Kg

For enquiries please contact:
VK Sood :- 9891016735 | Lav sood: 9811557391 | Rishab Marwah: 8104272133
email: vksood@perfect.org.in | email: solutions@perfect.org.in |

website: www.perfectengineeringservices.co.in




