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POP Type Safety Valve

Size Range: 1,/2" to 4" Screwed / Flanged

MATERIAL SPECIFICATION

SMNo | Description | Materiai Oy
1 | BodyScrewed = | WCE/CF8 / CFEM 1
2 Bonnet WCB / CF8 / CFa8M 1
3 Balanced Piston CF8 / CF8m 1
& | Adjusting Ring _15.5.304 1 1 |
] Adjusting Bolt 5.5.304 1
5] Adjusting LochbMNut M.5 1
T \Stem 15.5.304 1 1 |
8 Flat Washer M5 1
a Spring 5.5. 302 1

10" | Spring Guide 5.5.304 2 |
i1 Lock Screw 5.5.304 1
12 | cap CFB / CFBM 1
13 | Lifting Lever CF8 / CF8M L-§
14 Lever Pin 5.5.304 1
15 | Hex. Mut Lock Screw | ASTM 194 1
16 Hex. Mut For Steam ASTM 104 1
17 Fitting Bolt For Cpp ASTM 194 2
18 Spring Washer 5.5, 304 1
MATERIAL SPECIFICATION
S.Mo | Description Material Oty
1 Body Flanged WCB 1
2 Top Cover WCB 1
3 Bracket WCB 1
< Bannet CF3 / CFEM 1
[ Bonnet Adjusting Ring CF8 / CFEM i
G Piston Guide CF3 / CFEBM 1
7 Piston Guide Adjusting Ring CF8 / CFBM 1
B Piston CF8 / CFEBM 1
9 Adjusting Bolt 5.5. 304 1
10 Adjusting Lock Nut M.S 1
11 Stem 5.5, 304 1
12 Spring, 5. 302 1
13 Lifting Lever CF8 / CFBM 1
14 Lifting Handle CF8 / CFEM 1
|15 | Lifting Lever Pin | M5 i = i
| 168 | Lifting Handie Pin 1 M5 i I T
_ 17 | Piston Bush M5 1
18 | CapLock Wut M.5 2
18 | Nut For Stem _M.S i
|20 | Fitting Stud _ | M5 4 8.
21 Fitting Nut M.5 8

*Owring b CONbnuoUs impeovements. product specilicetions and denensions are subject to changs
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